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D  drabinowy
QP professionel K  kratowy

OL linear drainage QS semi-professionel P  płytowy
Sc  slot channel QM mini B  blaszany

SW  standard with ss-profile V1 verdical one part
ZF   extension for ceramic tiles [mm] V2 vertical two part
FE  edge wrapped (folded) H1 horizontal one part
ST  standard H2 horizontal two part
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Symbol catalog number
dimensions [mm] slope

W H Ws WH i [%]
Sc60 60 65-120 20 43,5 0-1
Sc55 55 65-120 15 43,5 0-1
Sc48 48 65-120 8 43,5 0-1

(*) individual dimensions on request

(**) in the catalog number, place the symbol according to description

DRAINAGE COMPONENTS

Channels body with outlet

Outlet accessories: water trap and waste basket / strainer
Graitings above the outlet:  K3: mesh, perforated sheet ; L15: ladder, plate
(***) other loading classes on request

loading class accordind to EN 1253

MATERIAL

Stainless steel AISI 304 or AISI 316

EDGE REINFORCEMENT

With stainless steel profile – standard solution
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                 TYPICAL DRAINAGE SECTIONS

            standard section section with 8 mm gap for swiming pools and terraces

                  EDGE FINISHING

standard  edge wrapped (folded)

      standard with reinforcement edge with reinforcement and flange for hydroisolation

    

              GRATING TYPES ABOVE THE OUTLETS

            lader      perforated mesh plate
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